
CASWELL COUNTY,  NORTH CAROLINA

DATE: AUGUST 15, 2014 JOB NO. 13069

SITE

SHEET 3  -  NORTH AVENUE SIDEWALK

INDEX OF SHEETS

SHEET 1  -  COVER SHEET

SHEET 11  -  RETAINING WALL DETAILS

TOWN OF YANCEYVILLE

158 EAST CHURCH STREET (TOWN HALL)
YANCEYVILLE, NORTH CAROLINA 27379

TELEPHONE: (336) 694-5431

TOWN COUNCIL

TOWN OF YANCEYVILLE ADMINISTRATION

FAX: (336) 694-1469

BRIAN COLLIE - TOWN  MANAGER

MAYOR

ALVIN FOSTER, MAYOR PRO-TEM
ODESSA D. GWYNN

BRIAN MASSEY
KEITH TATUM

740 CHAPEL HILL ROAD

ALLEY, WILLIAMS, CARMEN, & KING, INC.
ENGINEERS & ARCHITECTS

TELEPHONE: 336-226-5534
BURLINGTON, NORTH CAROLINA 27215

FIRM'S ENGINEERING LICENSE NO. F-0203

SHEET 13.2  -  TRAFFIC CONTROL DETAILS

SHEET 13.3  -  TRAFFIC CONTROL DETAILS

FIRETOWER ROAD MULTI-USE PATH

TOWN OF YANCEYVILLE
NORTH AVENUE SIDEWALK &

SHEET 5  -  FIRETOWER ROAD MULTI-USE PATH

SHEET 10.1  -  CROSS SECTIONS

SHEET 14.1  -  EROSION CONTROL DETAILS

SHEET 4  -  NORTH AVENUE SIDEWALK

SHEET 6  -  FIRETOWER ROAD MULTI-USE PATH

SHEET 7  -  FIRETOWER ROAD MULTI-USE PATH

SHEET 8  -  FIRETOWER ROAD MULTI-USE PATH

SHEET 10.2  -  CROSS SECTIONS

SHEET 10.3  -  CROSS SECTIONS

SHEET 10.4  -  CROSS SECTIONS

SHEET 2  -  TYPICAL SECTIONS

SHEET 12.1  -  CONSTRUCTION DETAILS

SHEET 13.1  -  TRAFFIC CONTROL PLAN

NCDOT PROJECT NO. EB-3314 E
WBS: 33935.2.5

SHEET 9  -  CURB RAMP & PAVEMENT MARKING DETAILS

SHEET 12.2  -  CONSTRUCTION DETAILS

SHEET 14.2  -  EROSION CONTROL DETAILS

SHEET 12.3  -  CONSTRUCTION DETAILS

SHEET 12.4  -  CONSTRUCTION DETAILS

SHEET 14.3  -  EROSION CONTROL DETAILS

REV. 7/29/15 REVISED WBS NUMBER
REV. 8/24/15 PER NCDOT COMMENTS

FEDERAL AID NO.: STPEB-000S(765)

THESE EROSION AND SEDIMENT CONTROL PLANS
COMPLY WITH THE REGULATIONS SET FORTH BY

THE NCG-010000 GENERAL CONSTRUCTION
PERMIT EFFECTIVE AUGUST 3, 2011 ISSUED BY THE

NORTH CAROLINA DEPARTMENT OF
ENVIRONMENT AND NATURAL RESOURCES

DIVISION OF WATER QUALITY.

BURLINGTON, NORTH CAROLINA

LEVEL III CERTIFIED BY:
TROY KING, P.E.

CERTIFICATION NUMBER : 3739
ISSUED: DECEMBER 2, 2014



130698/15/14

WDF

MDR
2

13069(10153)BASE.DWG
TYPICAL

TOWN OF YANCEYVILLE

SECTIONS

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

PAVEMENT SCHEDULE
C1      PROPOSED APPROXIMATE 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, AT AN AVERAGE RATE OF

168 LBS. PER SQUARE YARD IN EACH OF TWO LAYERS.

D1      PROPOSED APPROXIMATE 4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I 19.0 B, AT AN AVERAGE
RATE OF 456 LBS. PER SQUARE YARD. TYPE B25.0B MAY BE USED IF INSTALLATION OCCURS SAME DAY AS E1.

E1      PROPOSED APPROXIMATE 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN AVERAGE RATE OF 456
LBS. PER SQUARE YARD.

E2      PROPOSED SHALLOW UNDERCUT TO STABLE SUBGRADE AS DIRECTED BY ENGINEER (DEPTH VARIES).
PROPOSED DEPTH VARIES, ASPHALT CONCRETE BASE COURSE, TYPE B 25.0B AT AN AVERAGE RATE OF
114 LBS/IN THICK PER SQUARE YARD. MAXIMUM LIFT THICKNESS OF B 25.0B IS 5.5 INCHES.

R1      2'-6" CONCRETE CURB & GUTTER, NCDOT STD. 846.01

R2      5'-0" CONCRETE SIDEWALK, 4" THICK
R3      1'-6" CONCRETE CURB & GUTTER, NCDOT STD. 846.01

TYPICAL SECTION STA. 0+07± TO 0+43± LB/0+45± LA

TYPICAL SECTION STA. 0+43± LB/0+45± LA TO 1+82±

RECOMMENDED TYPICAL SECTION OF 10 FT. ASPHALT PATHWAY

STA. 11+75± TO 31+11±

(WITH 2 FT. CRUSHED STONE SHOULDER)

PAVEMENT SCHEDULE
C        PROPOSED APPROXIMATE 1.5" BITUMINUOUS CONCRETE SURFACE COURSE, TYPE S9.5A,

AT AN AVERAGE RATE OF 110 LBS. PER SQUARE YARD IN EACH OF TWO LAYERS.

J         PROPOSED 6" AGGREGATE BASE COURSE.

P        PRIME COAT AT THE RATE OF 0.35 GAL. PER SQ. YD.

T        EARTH MATERIAL

V        PROPOSED APPROXIMATE 2" OF SELECT GRANULAR MATERIAL.

NOTE: ALL PAVEMENT EDGE SLOPES ARE 1:1

TYPICAL SECTION - NORTH AVENUE
STA. 4+77± TO 7+90±

TYPICAL SECTION - FIRETOWER ROAD
STA. 9+42± TO 11+05±

TYPICAL SECTION - FIRETOWER ROAD
STA. 31+11± TO 32+47±

STA. 1+82± TO 4+77±

STA. 32+47± TO 33+25

TYPICAL DRIVEWAY DETAIL

CONCRETE SIDEWALK NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012
STANDARD SPECIFICATIONS AND DETAIL DRAWINGS.

2. CONCRETE MIX DESIGN SHALL BE CLASS A, AIR ENTRAINED, NON-VIBRATORY
MIX AND SHALL BE A STANDARD NCDOT APPROVED MIX DESIGN.

3. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
4. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO

MATCH SIDEWALK/SHOULDER GRADE.
5. ALL SIDEWALKS SHALL BE IN COMPLIANCE WITH ADA REQUIREMENTS.
6. USE HIGH EARLY STRENGTH CONCRETE FOR ALL DRIVEWAYS.

MULTI-USE PATH NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012 STANDARD SPECIFICATIONS
AND DETAIL DRAWINGS.

2. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
3. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO MATCH ADJACENT GRADE.TRENCHING FOR BASE COURSE/MILLING NOTES:

WHERE THE EDGE OF PROPOSED CONCRETE GUTTER IS WITHIN EDGE OF EXISTING PAVEMENT, THEN:

1. TRENCH AREA RIGHT OF PROPOSED EDGE OF CONCRETE GUTTER TO  BASE COURSE SUBGRADE
(E1). IF DIRECTED BY ENGINEER, UNDERCUT & PROVIDE BASE COURSE (E2). INSTALL BASE COURSE.

2. MILL A 1 FT. WIDE STRIP, APPROXIMATELY 1.5" IN DEPTH ONTO EXISTING PAVEMENT.
3. PROVIDE A NEAT, UNIFORM EDGE OF CONCRETE GUTTER.
4. SEE PROJECT SPECIAL PROVISIONS FOR ADDITIONAL INFORMATION.

WHERE THE EDGE OF PROPOSED CONCRETE GUTTER IS BEYOND EDGE OF EXISTING PAVEMENT, THEN:

1. TRENCH AREA FROM 2' LEFT OF EDGE OF CONCRETE GUTTER TO 1' RIGHT OF BACK OF CURB TO
BASE COURSE SUBGRADE (E1), IF DIRECTED BY ENGINEER, UNDERCUT & PROVIDE BASE COURSE
(E2). INSTALL BASE COURSE (E1) & (D1).

2. PROVIDE A NEAT, UNIFORM EDGE OF CONCRETE GUTTER.
3. SEE PROJECT SPECIAL PROVISIONS FOR ADDITIONAL INFORMATION.

NOTE: SEE SHEETS 5 & 11 FOR RETAINING
WALL LOCATION & DETAILS

REV. 1/27/15 PER NCDOT COMMENTS

TYPICAL SECTION - FIRETOWER ROAD
STA. 8+80± TO 9+42±

NOTE: SEE SHEETS 5 & 11 FOR RETAINING
WALL LOCATION & DETAILS

 U       EXISTING PAVEMENT

STATION                      A            B

11+75 TO 13+63.5           1'            3'
13+63.5 TO 13+90.6      1'-3'         3'-5'
13+90.6 TO 28+50           3'            5'
28+50 TO 28+60            3'-1'         5'-3'
28+60 TO 29+40              1'            3'
29+40 TO 29+50            1'-3'         3-5''
29+50 TO 31+08              3'            5'
32+44 TO 33+23              3'            5'

REV. 3/13/15 REVISED CULVERTS CHART
REV. 7/29/15 REVISED FIRE TOWER ROAD SECTIONS
REV. 8/24/15 PER NCDOT COMMENTS
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TOWN OF YANCEYVILLE

(FROM CHURCH STREET TO
±2400' NORTH OF NC HWY 86N)

LEGEND

TOTAL DISTURBED AREA - 2.25 ACRES ±

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

CONCRETE SIDEWALK NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012
STANDARD SPECIFICATIONS AND DETAIL DRAWINGS.

2. CONCRETE MIX DESIGN SHALL BE CLASS A, AIR ENTRAINED, NON-VIBRATORY
MIX AND SHALL BE A STANDARD NCDOT APPROVED MIX DESIGN.

3. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
4. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO

MATCH SIDEWALK/SHOULDER GRADE.
5. ALL SIDEWALKS SHALL BE IN COMPLIANCE WITH ADA REQUIREMENTS.
6. USE HIGH EARLY STRENGTH CONCRETE FOR ALL DRIVEWAYS.

NCDOT PROJECT NO. EB-3314 E

STRUCTURE
#

NCDOT STD. #
/REMARKS

1 840.72
2 EX. DROP INLET

FIRETOWER ROAD

NORTH AVENUE

MULTI-USE PATH

SIDEWALK &

SCALE: 1" = 20'

PLAN

PROFILE

      1" = 4' VERT.
SCALE: 1" = 20' HOR.

(SEE SHEET 2 FOR ADDITIONAL STORM DRAINAGE INFORMATION)
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SEE SHEET 14.2 FOR CONSTRUCTION SEQUENCE

SEE CROSS SECTION SHEETS 10.1-10.4
FOR ADDITIONAL INFORMATION

REV. 1/27/15 PER NCDOT COMMENTS
REV. 3/13/15 ADDED LB/LA STATIONS

& REVISED NORTH ARROW
REV. 4/1/15 ADDED E.C. DEVICES @ EX. INLETS
REV. 7/31/15 PER NCDOT COMMENTS
REV. 8/24/15 PER NCDOT COMMENTS
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TOWN OF YANCEYVILLE

(FROM CHURCH STREET TO
±2400' NORTH OF NC HWY 86N)

LEGEND

TOTAL DISTURBED AREA - 2.25 ACRES ±

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

STRUCTURE
#

NCDOT STD. #
/REMARKS

3 840.15
4 840.01

FIRETOWER ROAD

NORTH AVENUE

MULTI-USE PATH

SIDEWALK &

SCALE: 1" = 20'

PLAN

PROFILE

      1" = 4' VERT.
SCALE: 1" = 20' HOR.

CONCRETE SIDEWALK NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012
STANDARD SPECIFICATIONS AND DETAIL DRAWINGS.

2. CONCRETE MIX DESIGN SHALL BE CLASS A, AIR ENTRAINED, NON-VIBRATORY
MIX AND SHALL BE A STANDARD NCDOT APPROVED MIX DESIGN.

3. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
4. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO

MATCH SIDEWALK/SHOULDER GRADE.
5. ALL SIDEWALKS SHALL BE IN COMPLIANCE WITH ADA REQUIREMENTS.
6. USE HIGH EARLY STRENGTH CONCRETE FOR ALL DRIVEWAYS.

5 840.41
6 840.01

(SEE SHEET 2 FOR ADDITIONAL STORM DRAINAGE INFORMATION)
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SEE SHEET 14.2 FOR CONSTRUCTION SEQUENCE

SEE CROSS SECTION SHEETS 10.1-10.4
FOR ADDITIONAL INFORMATION

4" THICK CONCRETE, SIDEWALK

6" THICK CONCRETE, DRIVEWAY

REV. 1/27/15 PER NCDOT COMMENTS
REV. 3/13/15 REVISED PROFILE

& REVISED NORTH ARROW
REV. 4/1/15 ADDED WATTLE @ STRUCTURE NO. 5
REV. 4/8/15 ADDED WATTLE BELOW STRUCTURE NO. 10
REV. 7/29/15 PER NCDOT COMMENTS
REV. 8/24/15 PER NCDOT COMMENTS

TYPE

F

E

BIKE ROUTE SIGNS AS
DIRECTED BY ENGINEER, TYP.
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TOWN OF YANCEYVILLE

(FROM CHURCH STREET TO
±2400' NORTH OF NC HWY 86N)

LEGEND
TOTAL DISTURBED AREA - 2.25 ACRES ±

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

MULTI-USE PATH NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012 STANDARD SPECIFICATIONS
AND DETAIL DRAWINGS.

2. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
3. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO MATCH ADJACENT GRADE.

NCDOT PROJECT NO. EB-3314 E

FIRETOWER ROAD

NORTH AVENUE

MULTI-USE PATH

SIDEWALK &

SCALE: 1" = 20'

PLAN

PROFILE

      1" = 4' VERT.
SCALE: 1" = 20' HOR.

STRUCTURE
#

NCDOT STD. #
/REMARKS

7 840.34
8 840.01
9 840.72

10 PIPE END
11 840.15

12 PIPE END
13 PIPE END
14 PIPE END

(SEE SHEET 2 FOR ADDITIONAL STORM DRAINAGE INFORMATION)
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SEE SHEET 14.2 FOR CONSTRUCTION SEQUENCE

SEE CROSS SECTION SHEETS 10.1-10.4
FOR ADDITIONAL INFORMATION

REV. 1/27/15 PER NCDOT COMMENTS

11A 840.15

SEE SHEET 12.4 FOR BOLLARD &
SIGN LOCATION AND DETAILS

REV. 3/13/15 ADDED LA/LB STATIONS
REV. 4/1/15 REVISED NORTH ARROW
REV. 4/8/15 ADDED WATTLE BELOW STRUCTURE NO. 10
REV. 7/29/15 PER NCDOT COMMENTS
REV. 8/24/15 PER NCDOT COMMENTS

TYPE

G
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TOWN OF YANCEYVILLE

(FROM CHURCH STREET TO
±2400' NORTH OF NC HWY 86N)

LEGEND

TOTAL DISTURBED AREA - 2.25 ACRES ±

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

FIRETOWER ROAD

NORTH AVENUE

MULTI-USE PATH

SIDEWALK &

SCALE: 1" = 20'

PLAN

PROFILE

      1" = 4' VERT.
SCALE: 1" = 20' HOR.

MULTI-USE PATH NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012 STANDARD SPECIFICATIONS
AND DETAIL DRAWINGS.

2. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
3. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO MATCH ADJACENT GRADE.
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SEE SHEET 14.2 FOR CONSTRUCTION SEQUENCE

SEE CROSS SECTION SHEETS 10.1-10.4
FOR ADDITIONAL INFORMATION

REV. 4/1/15 REVISED NORTH ARROW
REV. 8/24/15 PER NCDOT COMMENTS
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TOWN OF YANCEYVILLE

(FROM CHURCH STREET TO
±2400' NORTH OF NC HWY 86N)

LEGEND

SEE SHEET 14.2 FOR CONSTRUCTION SEQUENCE

TOTAL DISTURBED AREA - 2.25 ACRES ±

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

SEE CROSS SECTION SHEETS 10.1-10.4
FOR ADDITIONAL INFORMATION

FIRETOWER ROAD

NORTH AVENUE

MULTI-USE PATH

SIDEWALK &

SCALE: 1" = 20'

PLAN

PROFILE

      1" = 4' VERT.
SCALE: 1" = 20' HOR.

MULTI-USE PATH NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012 STANDARD SPECIFICATIONS
AND DETAIL DRAWINGS.

2. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
3. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO MATCH ADJACENT GRADE.

STRUCTURE
#

NCDOT STD. #
/REMARKS

15 PIPE END
16 PIPE END

(SEE SHEET 2 FOR ADDITIONAL STORM DRAINAGE INFORMATION)

17 840.34
18 PIPE END
19 PIPE END
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& ADDED E.C. NOTE & REVISED NORTH ARROW
REV. 4/1/15 ADDED E.C. DEVICE @ STRUCTURE NO. 15
REV. 8/24/15 PER NCDOT COMMENTS



130698/15/14

WDF

MDR
8

13069(10153)BASE.DWG
FIRETOWER ROAD

NORTH AVENUE

TOWN OF YANCEYVILLE

MULTI-USE PATH
(FROM CHURCH STREET TO

±2400' NORTH OF NC HWY 86N)

LEGEND
TOTAL DISTURBED AREA - 2.25 ACRES ± alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

SIDEWALK &

SCALE: 1" = 20'

PLAN

PROFILE

      1" = 4' VERT.
SCALE: 1" = 20' HOR.

MULTI-USE PATH NOTES:

1. ALL MATERIALS AND WORKMANSHIP SHALL COMPLY WITH NCDOT 2012 STANDARD SPECIFICATIONS
AND DETAIL DRAWINGS.

2. WHEN NECESSARY, RELOCATE ROADWAY SIGNS.
3. ADJUST UTILITIES, VALVES, METER BOXES AND MANHOLES AS REQUIRED TO MATCH ADJACENT GRADE.

STRUCTURE
#

NCDOT STD. #
/REMARKS
PIPE END
PIPE END
PIPE END

20

PIPE END

21

840.01

22

PIPE END

(SEE SHEET 2 FOR ADDITIONAL STORM DRAINAGE INFORMATION)

23
24
25

PIPE END26
PIPE END27
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SEE SHEET 14.2 FOR CONSTRUCTION SEQUENCE

SEE CROSS SECTION SHEETS 10.1-10.4
FOR ADDITIONAL INFORMATION

2' WIDE BASE DITCH

SEE SHEET 12.4 FOR BOLLARD &
SIGN LOCATION AND DETAILS

REV. 1/27/15 PER NCDOT COMMENTS

SEE SHEETS 14.2 & 14.3 FOR
DETAILS & PROP.  84" AP PROFILE

REV. 3/13/15 ADDED S.S. CRADLE & 84" AP PROFILE NOTES
REV. 4/1/15 REVISED 84" AP PROFILE NOTE & NORTH ARROW, SEDIMENT TRAP & NOTES
REV. 8/24/15 PER NCDOT COMMENTS

TYPE

E
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TOWN OF YANCEYVILLE

PAVEMENT MARKING

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

CURB RAMP STA. 4+96±

CURB RAMP STA. 8+04± CURB RAMP STA. 8+69±

CURB RAMP STA. 11+05± & STA. 11+75±

PAVEMENT MARKING DETAIL

DETAILS

3

CURB RAMP STA. 0+00

REV. 1/27/15 PER NCDOT COMMENTS
REV. 7/31/15 PER NCDOT COMMENTS

TYPE 1
CURB RAMP

TYPE 1A
CURB RAMP

TYPE 2A
CURB RAMP

TYPE 1
CURB RAMP

TYPE 1
CURB RAMP

TYPE 1
CURB RAMP

TYPE 1
CURB RAMP

TYPE 1
CURB RAMP

TYPE 1
CURB RAMP

* CURB RAMP PAY LIMITS

*
*

*

*

*

*

*

*

* *

*
*

*
*

*

*

*

**

*

*

**

*

*
*

*
*
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TOWN OF YANCEYVILLE

SECTIONS

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

HORIZONTAL: 1" = 20'
VERTICAL: 1" = 4'

SCALES

REV. 1/27/15 PER NCDOT COMMENTS
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CROSS

TOWN OF YANCEYVILLE

SECTIONS

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

HORIZONTAL: 1" = 20'
VERTICAL: 1" = 4'

SCALES

REV. 1/27/15 PER NCDOT COMMENTS
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TOWN OF YANCEYVILLE

SECTIONS

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

HORIZONTAL: 1" = 20'
VERTICAL: 1" = 4'

SCALES
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CROSS

TOWN OF YANCEYVILLE

SECTIONS

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

HORIZONTAL: 1" = 20'
VERTICAL: 1" = 4'

SCALES
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TOWN OF YANCEYVILLE

DETAILS

alley, williams, carmen & king, inc.

p.o. box 1179740 chapel hill road
burlington, n.c. 27215 336/226-5534

Firm's Engineering License No. F-0203

NCDOT PROJECT NO. EB-3314 E

STATIONS PROVIDED ARE CENTERLINE OF RETAINING WALL. STEPS IN TOP OF WALL
AND BOTTOM OF WALL PROVIDED IN 1.5' INCREMENTS. ACTUAL LOCATION OF
POINTS OF CURVATURE (PC) AND TANGENCY (PT) MAY VARY TO ACCOUNT FOR
VARIANCES OF SEGMENTAL SECTION AS WELL AS BEGINNING OR ENDING OF WALL
LOCATIONS (0.5±).

SEGMENTAL RETAINING WALL NOTES:

1. CONTRACTOR SHALL PROVIDE ENGINEER WITH SHOP
  DRAWINGS.
2. OWNER TO SELECT COLOR FROM STANDARD COLORS
  OFFERED BY MANUFACTURER.

LEGEND :

TOW

TOF

AREA OF RETAINING WALL ABOVE GRADE

TOP OF FOOTING

TOP OF WALL

RETAINING WALL NO. 1  : 

ABOVE GRADE BELOW GRADE TOTAL AREA

93.9  S.F. 52.4  S.F. 146.3 S.F.

=

=

REV. 1/27/15 PER NCDOT COMMENTS

SEE SHEET 5 FOR PLAN VIEW

AREA OF RETAINING WALL BELOW GRADE

REV. 8/24/15 PER NCDOT COMMENTS
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TOWN OF YANCEYVILLESANITARY SEWER CRADLE
NO SCALE

8' X 18' LONG X 12" THICK
CONCRETE SLAB

CLASS B
CONCRETE

RETAIN EXISTING
BACKFILL, DO NOT
DISTURB

12"

16"

EX. 8" VCP
SAN. SEWER

12"

3'3'

REV. 3/12/15 ADDED SEWER CRADLE DETAIL

3"

#4 BARS EACH
WAY @ 12" O.C.

NOTE: CRADLE MAY BE CAST IN PLACE OR
PRECAST. PROVIDE SHOP DRAWINGS
IF PRECAST OPTION IS USED.

REV. 7/31/15 PER NCDOT COMMENTS
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TOWN OF YANCEYVILLE

4" YELLOW MARKING
BOLLARD

10'

1'

1'

1. ALL BOLLARD POSTS TO BE REFLECTORIZED.

2. BOLLARD PLACEMENT OFFSET FROM
INTERSECTIONS IS A MINIMUM OF 5'.

3. BOLLARDS AND SIGNS TO BE INSTALLED BY THE
CONTRACTOR.

4. ALL METAL TO BE HOT DIPPED GALVANIZED STEEL.

BOLLARD MARKING DETAIL
FOR HINGED BOLLARD

NO SCALE

10' MULTI-PURPOSE PATH

CL

2'-6"2'-6"

TYPICAL METAL BOLLARD PLACEMENT
NO SCALE

FOR MORE EXPLANATION, SEE "RESTRICTION OF MOTOR VEHICLE TRAFFIC", SECTION 7,
PAGE 50 OF NORTH CAROLINA BICYCLE FACILITIES PLANNING AND DESIGN GUIDELINES.

HINGED
BOLLARD

3 
FT

. (
M

IN
.)

REFLECTORIZED FOR
NIGHT TIME VISIBILITY

REV. 2/11/15 PER NCDOT COMMENTS

18" X 18"
R1-1

QUANTITY REQUIRED: 4

A

24" X 24"
R5-3

QUANTITY REQUIRED: 2

B

24" X 18"
D11-1

QUANTITY REQUIRED: 6

C

QUANTITY REQUIRED: 2

G
QUANTITY REQUIRED: 2

F

ALL SIGNS SHALL BE FIELD LOCATED BY THE ENGINEER.
BACKGROUND SHALL BE TYPE III REFLECTIVE SHEETING UNLESS

OTHERWISE INDICATED.

SEE NORTH CAROLINA BICYCLE FACILITIES PLANNING AND DESIGN
GUIDELINES, APPLICABLE ROADWAY STANDARD DRAWINGS, AND

MUTCD FOR FURTHER DETAILS AND INFORMATION.

ROADWAY STANDARD DRAWINGS APPLICABLE TO THESE SIGNING PLANS:

STD. NO.                   TITLE

 901.50           ARROWS AND SHILDS
 904.10           ORIENTATION OF GROUND MOUNTED SIGNS
 904.50           MOUNTING OF TYPE "D", "E" AND "F" SIGNS ON "U" CHANNEL

SIGNS
SUMMARY OF QUANTITIES

            ITEM NO.
DESC. NO.   SECT. NO.                   ITEM DESCRIPTION                            QUANTITY    UNIT
     1672             901           CONTRACTOR FURNISHED TYPE "E" SIGNS         58.5          SF
     1679             903           3 LB. STEEL U-CHANNEL POSTS .....                     130           LF
     1667             904           TYPE  "E"  SIGNS, ERECTION ........                          20            EA

5' FROM EDGE OF PAVEMENT

2' FROM EDGE OF CONCRETE 10' WIDE HIGH
VISIBILITY CROSSWALK

NCDOT STD. 1205.07

HINGED
BOLLARD, TYP.

10' MULTI-PURPOSE PATH

PAVEMENT MARKING PLAN
NO SCALE

A

A
3'2'

5'

** MOUNT THESE SIGNS ON SAME POST
FACING OPPOSITE DIRECTION BACK
TO BACK

STA. 8+00±     SIGN G - 420' LEFT
STA. 8+00±     SIGNS C + F - 170' LEFT
STA. 8+75±     SIGNS C + F - 10' RIGHT
STA. 8+75±     SIGN G - 255' RIGHT
STA. 8+95        BOLLARDS + SIGNS A+E&C+D,C&B**
STA. 11+03      BOLLARDS
STA. 11+22      STOP SIGN
STA. 11+77      BOLLARDS + STOP SIGN
STA. 33+17.5   BOLLARDS + SIGNS A+E&C+D,C&B**

REV. 7/31/15 PER NCDOT COMMENTS

12" X 9"
M7-536" X 36"

M11-1A

24" X 6"
M4-12

QUANTITY REQUIRED: 2

E

24" X 6"
M4-11

QUANTITY REQUIRED: 2

D

REV. 8/24/15 PER NCDOT COMMENTS



SCALE: 1" = 200'

OVERALL MAP
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TRAFFIC CONTROL

ENGINEERS, ARCHITECTS & SURVEYORS
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336/226-5534
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740 chapel hill road
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NCDOT PROJECT NO. EB-3314 E

NORTH AVENUE

W
. C

H
U

R
C

H
 S

TR
EE

T

N
C

 H
W

Y. 86

FIRETOWER ROAD

COUNTY PARK ROAD

GENERAL TRAFFIC CONTROL NOTES
1. CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL IN ACCORDANCE WITH ALL NCDOT AND MUTCD SPECIFICATIONS AND

REQUIREMENTS.
2. CHANGES MAY BE REQUIRED WHEN PHYSICAL DIMENSIONS IN DETAIL DRAWINGS, STANDARD DETAILS AND ROADWAY DETAILS

ARE NOT ATTAINABLE TO MEET FIELD CONDITIONS, OR RESULT IN DUPLICATE, OR UNDESIRABLE OVERLAPPING OF DEVICES.
MODIFICATION MAY INCLUDE: MOVING, SUPPLEMENTING, COVERING OR REMOVAL OF DEVICES, AS DIRECTED BY THE
ENGINEER.

3. CONTRACTOR SHALL PROVIDE STATIONARY WORK ZONE SIGNS (ROAD CONSTRUCTION AHEAD AND END CONSTRUCTION) AS
SHOWN ON TRAFFIC CONTROL PLAN OR AS DIRECTED BY ENGINEER.

4. INSTALL STATIONARY ADVANCE WORK ZONE WARNING SIGNS A MINIMUM OF 3 DAYS PRIOR TO BEGINNING WORK.
5. FLAGGERS SHALL BE CERTIFIED IN WORK ZONE TRAFFIC CONTROL OPERATIONS.

LANE AND SHOULDER CLOSURE REQUIREMENTS
1. REMOVE LANE CLOSURE DEVICES FROM THE LANE WHEN WORK IS NOT BEING PERFORMED BEHIND THE LANE CLOSURE OR

WHEN A LANE CLOSURE IS NO LONGER NEEDED, OR AS DIRECTED BY THE ENGINEER.
2. WHEN WORKING WITHIN 10 FEET OF EDGE OF PAVEMENT, CONTRACTOR WILL BE ALLOWED TO CLOSE ADJACENT TRAVEL LANE,

PROVIDED TRAFFIC CONTROL IS MAINTAINED IN ACCORDANCE WITH EITHER METHOD A, B OR C AS FOLLOWS:
   A. SKINNY DRUMS ARE USED TO PROVIDE 2 TRAVEL LANES, ONE IN EACH DIRECTION WITH A MINIMUM LANE WIDTH OF 10' EACH

AND 10 FEET OF CLEARANCE BETWEEN TRAVEL LANE AND WORK ZONE.
   B. PROVIDE FLAGGERS AND SHIFT TRAFFIC TO OPPOSITE LANE PER NCDOT STANDARDS.
   C. CONTRACTOR PROVIDES WATER FILLED OR CONCRETE BARRIERS IMMEDIATELY ADJACENT TO THE WORK ZONE AREA AS

DIRECTED BY THE ENGINEER.
   CONTRACTOR SHALL PROVIDE PERSONNEL AND EQUIPMENT FOR EITHER METHOD A, B OR C IN ACCORDANCE WITH NCDOT

STANDARDS, INCLUDING ALL PORTABLE SIGNS.
3. PROVIDE PORTABLE TRAFFIC CONTROL SIGNS AND CHANNELIZING DEVICES TO SHIFT TRAFFIC AS SHOWN ON STANDARD

DRAWING 1101.02 OR AS DIRECTED BY THE ENGINEER.
4. SPACE CHANNELIZING DEVICES IN WORK AREA AT 40 FT MAX ON CENTER IN TANGENT SECTIONS AND 10 FT MAX ON CENTER IN

RADII SECTIONS.  CHANNELIZING DEVICES SHALL BE AT LEAST 3 FT OFF EDGE OF AN OPEN TRAVELWAY WHEN LANE CLOSURES
ARE NOT IN EFFECT.

PAVEMENT EDGE DROP OFF REQUIREMENTS
1. BACKFILL AT A 6:1 SLOPE UP TO THE EDGE AND ELEVATION OF THE EXISTING PAVEMENT WHERE THE DROP OFF EXCEEDS 2

INCHES.  BACKFILL MATERIAL SHALL BE COMPACTED AND APPROVED BY THE ENGINEER AS SUITABLE MATERIAL FOR THE
INTENDED PURPOSE.  BACKFILL MATERIAL SHALL BE PROVIDED BY THE CONTRACTOR AT NO EXPENSE TO THE OWNER.  WHEN
DIRECTED BY THE ENGINEER, THE CONTRACTOR SHALL PROVIDE ABC STONE BASE AND WILL BE PAID FOR AT THE CONTRACT
UNIT PRICE FOR INCIDENTAL STONE.

TRAFFIC CONTROL WORK RESTRICTIONS

LANE CLOSURES WILL NOT BE ALLOWED BETWEEN
7:00 AM - 9:00 AM AND FROM 4:00 PM - 7:00 PM,
MONDAY THRU FRIDAY, UNLESS OTHERWISE
APPROVED BY THE ENGINEER.

SIGN SUMMARY
STATIONARY SIGNS

   TYPE                        DESCRIPTION                                SIZE            QUANTITY
 W20-1                 ROAD WORK AHEAD                         48" X 48"                8
 G20-2a                 END ROAD WORK                           48" X 24"                 8
 W20-1           ROAD WORK AHEAD 1500 FT                48" X 48"                 1
 W1-6            ONE-DIRECTION LARGE ARROW           48" X 24"                 1

W20-1

G20-2a

G20-2a

W20-1

500'±

50
0'
±

CONTRACTOR SHALL PROVIDE ALL OTHER REQUIRED SIGNAGE IN
ACCORDANCE WITH NCDOT REQUIREMENTS TO TEMPORARILY CLOSE
TRAVEL LANES ADJACENT TO WORK ZONE.

DENOTES STATIONARY
TRAFFIC CONTROL SIGN

130698/15/14

13.1

TOWN OF YANCEYVILLE

E. C
H

U
R

C
H

 STR
EET

W
AL

L 
ST

R
EE

T

FIRST AVENUE

THIRD AVENUE

E. M
AIN

 STR
EET

N
. M

AI
N

 S
TR

EE
T

COLE STREET

W
. C

H
U

R
C

H
 S

TR
EE

T

DILLARD SCHOOL DRIVE

OAKWOOD DRIVE

CEMETERY STREET

W20-1

W20-1

G20-2a

G20-2a

PROJECT
CORRIDOR

500'±

500'±

1000
'±

200'±

20
0'
±

20
0'
±

200'±

G20-2a

G20-2a

G20-2a

G20-2a

W20-1

W20-1

W20-1

W20-1

W20-1

W1-6

ROAD WORK
AHEAD 1500 FT

REV. 8/24/15 PER NCDOT COMMENTS
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GENERAL EROSION CONTROL NOTES:

1. ALL EROSION CONTROL MEASURES AND DEVICES SHALL BE INSTALLED AND MAINTAINED
IN ACCORDANCE WITH NCDOT & NCDENR - LAND QUALITY SECTION "EROSION AND
SEDIMENT CONTROL MANUAL" REQUIREMENTS.

2. ALL SLOPES SHALL BE SEEDED AND MULCHED WITHIN AT LEAST 14 CALENDAR DAYS OF
COMPLETION OF GRADING PHASE. SEE NEW STABILIZATION TIME FRAMES FOR
ADDITIONAL INFORMATION.

3. REMOVE ANY MUD OR SOIL MATERIALS TRACKED ONTO ADJOINING ROADS IMMEDIATELY.
4. PROVIDE ADDITIONAL MEASURES AS NEEDED TO DIRECT RUNOFF TO EROSION CONTROL

DEVICES AS DIRECTED BY THE ENGINEER.
5. INSPECT ALL EROSION CONTROL MEASURES ON A WEEKLY BASIS AND WITHIN 24 HOURS

OF A 0.5 IN. RAINFALL EVENT (WITHIN A 24 HOUR PERIOD). CONTRACTOR SHALL REPAIR
OR PROVIDE ANY REQUIRED MAINTENANCE NOTED DURING INSPECTION AND PRIOR TO
CONTINUING WITH ANY CONSTRUCTION ACTIVITIES.

6. CONTRACTOR SHALL PROVIDE A RAIN GAUGE ON SITE AND SHALL COMPLETE
"STORMWATER INSPECTIONS FOR GENERAL PERMIT NCG010000 - LAND DISTURBING
ACTIVITIES" FORM ON A WEEKLY BASIS. PROVIDE COPIES OF REPORT TO
OWNER/ENGINEER ON A MONTHLY BASIS.

7. ANY WASTE MATERIAL DISPOSED OF OFF-SITE SHALL BE DISPOSED OF TO A SITE
APPROVED BY NCDENR, LQS.

8. ANY BORROW MATERIAL SHALL BE OBTAINED FROM AN NCDENR, LQS APPROVED SITE.
9. PROVIDE COPIES OF APPROVAL LETTERS FOR WASTE/BORROW SITES TO ENGINEER PRIOR

TO DISPOSING OF OR OBTAINING MATERIAL FROM SITES.
10. CONTRACTOR SHALL PROVIDE ENGINEER WITH A COPY OF THE CERTIFICATION OF ALL

EMPLOYEES MAINTAINING AND INSTALLING EROSION CONTROL DEVICES.

PERMANENT SEEDING SPECIFICATIONS

EROSION CONTROL
DETAILS 14.2

130698/15/14
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LEVEL SPREADER

DEWATERING PUMP DISCHARGE FILTER BAG
C.O.B. STD. DETAIL SE-19

TEMPORARY CREEK CROSSING PUMP AROUND
C.O.B. STD. DETAIL SE-20

REV. 3/12/15 ADDED PUMP DETAILS
REV. 3/12/15 CHANGED 1635.02 TO 1635.01

REV. 4/2/15 UPDATED CHART

REV. 8/24/15 PER NCDOT COMMENTS
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DETAILS

INITIAL PIPE & FILL INSTALLATION

EROSION CONTROL SEQUENCE FOR 84" AP CULVERT EXTENSION:

1. CLEAR & GRUB TO INITIAL CLEARING LIMITS. INSTALL SILT FENCE ALONG TOP OF BANK IMMEDIATELY
AFTER (SAME DAY) AREA IS CLEARED. IN ADDITION, INSTALL A ROCK SILT CHECK TYPE 'B' WITH PIT IN
EXISTING DITCH.

2. INSTALL IMPERVIOUS DIKE ACROSS EXISTING CHANNEL, DOWNSTREAM OF PROPOSED PLUNGE POOL
AND UPSTREAM OF EXISTING 84" CMP CULVERT.

3. PROVIDE BYPASS PUMPING OPERATIONS OF BASE FLOW FROM UPSTREAM IMPERVIOUS DIKE TO
DOWNSTREAM SIDE OF DOWNSTREAM IMPERVIOUS DIKE. PUMP DISCHARGE PIPE MAY BE INSTALLED
IN EXISTING 84" CMP.

4. PROVIDE DEWATERING OPERATIONS DURING FILLING OF EXISTING CHANNEL AND EXCAVATION OF
PLUNGE POOL. PROVIDE A MINIMUM OF (2) SPECIAL STILLING BASIN PADS (NCDOT DETAIL 1630.06),
(1) EACH ON EACH SIDE OF EXISTING CREEK.

5. CONTRACTOR SHALL REMOVE ANY LOOSE OR SOFT MATERIALS IN BOTTOM OF CHANNEL AND
UNDERCUT IF NECESSARY AS DIRECTED BY THE ENGINEER. INSTALL A GEOTEXTILE FOR DRAINAGE,
TYPE 2 FABRIC ON STABLE SUBGRADE, PLACING CLASS 'A' RIP-RAP AND NO. 5 STONE TO FILL IN VOIDS
BETWEEN RIP-RAP TO FORM A STABLE SUBGRADE FOR FOUNDATION CONDITIONING MATERIAL.

6A.CONTRACTOR SHALL EXCAVATE FOR PLUNGE POOL. IF CONTRACTOR ENCOUNTERS ROCK,
CONTRACTOR SHALL NOT BE PERMITTED TO BLAST IN STREAM. IF NATURAL ROCK IS ENCOUNTERED,
REMOVE ALL LOOSE ROCK DOWN TO SOLID ROCK THAT CAN BE REMOVED WITH EXCAVATOR AS
DIRECTED BY ENGINEER.

6B. IF PLUNGE POOL CAN BE EXCAVATED, INSTALL GEOTEXTILE FOR DRAINAGE, TYPE 2 FABRIC AND
PLACE RIP-RAP PER PLUNGE POOL DETAILS.

7. UNDERCUT ANY SOFT OR UNSTABLE AREAS WITHIN INITIAL PROPOSED FILL LIMITS AND PROVIDE A
SUITABLE SUBBASE SURFACE FOR PROPOSED FILL ON EACH SIDE OF THE CULVERT.

8. PLACE FOUNDATION CONDITIONING MATERIAL UNDER PROPOSED CULVERT AND ENCAPSULATE THE
FOUNDATION CONDITIONING MATERIAL WITH FOUNDATION CONDITIONING GEOTEXTILE FABRIC.

9. CONTRACTOR SHALL INSTALL CULVERT PIPE, INSTALLING FABRICATED SQUARE FLANGE TO
CONCRETE HEADWALL. BEGIN BACKFILLING PIPE ON EACH SIDE OF PIPE IN SUCH A MANNER TO LIMIT
HEIGHT DIFFERENTIAL ON EACH SIDE OF CULVERT TO NO MORE THAN 12" AT ANY GIVEN TIME & IN
ACCORDANCE WITH PIPE MANUFACTURER'S RECOMMENDATIONS. CONTINUE FILL PLACEMENT ON
EACH SIDE OF CULVERT TO APPROXIMATE CONTOUR 546 AND SLOPING TO TOP OF EXISTING
CONCRETE HEADWALL (ELEV. - 547.0±).

10. INSTALL SILT FENCE ALONG TOP OF PLUNGE POOL (EACH SIDE), ALONG TOE OF SLOPE AND
AROUND PIPE AND INSTALL TEMPORARY SILT CHECK TYPE 'B' DAMS WITH PITS AS SHOWN ON
INTERMEDIATE PHASE PLAN.

11. REMOVE UPSTREAM & DOWNSTREAM IMPERVIOUS DIKES, BYPASS PUMPING & DEWATERING
OPERATIONS.

12. CLEAR & GRUB AREA ABOVE INITIAL CLEARING LIMITS LINE.
13. ONCE FILL MATERIAL HAS BEEN INSTALLED TO TOP OF CONCRETE HEADWALL ELEVATION,

CONTRACTOR SHALL INSTALL A TEMPORARY BERM AND SLOPE DRAIN TO PROTECT CONSTRUCTED
FILL SLOPE. REPEAT DAILY UNTIL SLOPE IS COMPLETED. CONTRACTOR SHALL CLEAR & GRUB
REMAINING EXISTING FILL SLOPE.

14. CONTRACTOR SHALL INSTALL PIPE FROM STRUCTURE 20 TO 21. INSTALL PIPE INLET PROTECTION.
15. CONTRACTOR SHALL COMPLETE INSTALLATION OF FILL FROM TOP OF CONCRETE HEADWALL TO

PROPOSED SUBGRADE.
16. CONSTRUCT TEMPORARY BERM AT TOP OF SLOPE & PROVIDE TEMPORARY SLOPE DRAIN.
17. SEED & MULCH SLOPE AND PROVIDE EROSION CONTROL MATTING ON SLOPE. SLOPE SHALL BE

SEEDED, MULCHED & MATTING INSTALLED WITHIN 7 CALENDAR DAYS OF SLOPE COMPLETION.
18. INSTALL DRAINAGE PIPE FROM STRUCTURE 24 TO 25 AND 26 TO 27. CONSTRUCT CATCH BASIN

AND/OR PROVIDE STEEL PLATES OVER BASIN UNTIL STRUCTURE IS COMPLETED. INSTALL PIPE INLET
PROTECTION AT STRUCTURE 26.

19. INSTALL CURB & GUTTER, FRAME & GRATE AND PAVEMENT.
20. CONSTRUCT TRAIL TO TYPICAL SECTION (PAVEMENT DRAINING TO CURB).
21. INSTALL GUARDRAIL, COMPLETE SHOULDER FINE GRADING AND SEED & MULCH AREA FROM

PAVEMENT TO TOP OF SLOPE.

EROSION CONTROL NOTES FOR PIPE & FILL INSTALLATION:       4   TYPICAL DESIGNATION

1. IMMEDIATELY AFTER CLEARING AREA FOR CULVERT, PLUNGE POOL & FILL INSTALLATION,
CONTRACTOR SHALL INSTALL SILT FENCE ALONG TOP OF BANK ON EACH SIDE OF STREAM.

2. CONTRACTOR WILL BE PERMITTED TO REMOVE A SECTION OF SILT FENCE TO ACCESS
STREAM IN ORDER TO PLACE STONE CULVERT BEDDING MATERIAL AND TO CONSTRUCT
PLUNGE POOL, PROVIDED CONTRACTOR REINSTALLS SILT FENCE AT END OF EACH WORK DAY.
3. INITIAL CLEARING OF CULVERT AND FILL SLOPE INSTALLATION LIMITED TO ELEVATION 547.0±

(TOP OF EXISTING CONCRETE HEADWALL).
4. CONSTRUCT INITIAL FILL TO PROPOSED CONTOUR 546.0± AS SHOWN ON INTERMEDIATE

PHASE PLAN.
5. DURING INITIAL FILL SLOPE INSTALLATION TO CONTOUR 546.0±, PROVIDE TEMPORARY

MEASURE TO DIRECT EXISTING RUNOFF FROM ABOVE 546 CONTOUR TO BELOW 544 CONTOUR
TO PROTECT INITIAL FILL SLOPE CONSTRUCTION.

6. INSTALL SILT FENCE AT TOE OF FILL SLOPE AND AROUND TOP OF PLUNGE POOL AND OVER
CULVERT PIPE IMMEDIATELY AFTER PLUNGE POOL INSTALLATION AND INITIAL FILL SLOPE
INSTALLATION IS COMPLETED.

7. PROVIDE TEMPORARY BERM ALONG TOP OF 546 CONTOUR AND PROVIDE TEMPORARY SLOPE
DRAIN. AS FILL PROGRESS UP TO 556.0± CONTOUR (TOP OF SLOPE) CONTRACTOR SHALL
PROVIDE A TEMPORARY BERM AND SLOPE DRAIN AT END OF EACH WORK DAY.

8. CONTRACTOR SHALL PROVIDE TEMPORARY SAFETY MEASURES DURING INSTALLATION OF
CATCH BASIN TO PROTECT VEHICLES AND PEDESTRIANS FROM DAMAGE OR INJURY.
MEASURES SHALL BE ACCEPTABLE TO ENGINEER.

9. AT TIME FILL SLOPES ARE SEEDED & MULCHED, ALL DISTURBED AREAS BETWEEN TOE OF
SLOPE & PLUNGE POOL SHALL BE SEEDED & MULCHED.

10. CONTRACTOR SHALL DIRECT RUNOFF TO BERM & TEMPORARY SLOPE DRAIN BETWEEN STA.
31+00 TO 33+00 AT ALL TIMES EXCEPT AS FOLLOWS:

     A) AFTER CURB & GUTTER IS INSTALLED PROVIDED ALL RUNOFF IS FROM EXISTING
PAVEMENT, NEW PAVEMENT OR CONCRETE. SLOPE    SHOULDER FROM BACK OF CURB TO
TEMPORARY SLOPE DRAIN.

11. DURING INTERIM TIME BETWEEN CURB & GUTTER INSTALLATION AND PAVING OF MULTI-USE
PATH, ALL RUNOFF SHALL BE DIRECTED TO TEMPORARY SLOPE DRAIN.

12. PRIOR TO CONSTRUCTION OF FILL, CONTRACTOR SHALL RELOCATE EXISTING 6" VCP &
INSTALL SANITARY SEWER CRADLE. (PROVIDE 7 DAYS CURING TIME FOR CONCRETE)

PROJECT GRADING NOTES:

1. ALL ASPECTS OF GRADING WORK SHALL BE IN COMPLIANCE WITH NCDOT STANDARDS.
2. CONTRACTOR SHALL PROOF-ROLL ALL AREAS OF PROPOSED MULTI-USE PATH OR

SIDEWALK IMPROVEMENTS. IN AREAS INACCESSIBLE, THE ENGINEER WILL CHECK
SUBGRADE SUITABILITY IN ACCORDANCE WITH NCDOT CONSTRUCTION MANUAL.

3. ALL FILL MATERIAL SHALL BE INORGANIC, FREE OF DEBRIS, SUITABLE FOR COMPACTION &
APPROVED BY THE ENGINEER FOR USE ON THIS PROJECT.

4. FILL MATERIAL SHALL BE SPREAD IN SUCCESSIVE, UNIFORM LAYERS NOT EXCEEDING 8" IN
LOOSE THICKNESS & COMPACTED TO NCDOT REQUIREMENTS.

5. PROVIDE POSITIVE DRAINAGE AT ALL TIMES DURING COURSE OF WORK TO PREVENT WATER
PONDING AT ANY LOCATION WITHIN PROJECT LIMITS.

PROFILE

INTERMEDIATE PHASE PLAN

FINAL PIPE & FILL INSTALLATION

SR 1589
FIRE TOWER ROAD

SR 1589
FIRE TOWER ROAD

SR 1589
FIRE TOWER ROAD
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